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L 100-1 E Peristaltic Pump 

Professional Assistant in Your Lab 

Variety of color options 
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Small-foot print 
Compact structure, small-foot print, 
save more space on your benchtop. 

Easy operation 
Simple function, easy operation, 
improve work effeciency. 

5-digit LED display for current speed, direction
and run/stop status intuitively.
Three physical buttons with good tactile 
feedback and longer life, integrate control 
functions of pump 

• StarUstop control
• Speed control
• Direction control
• Prime function

(full speed)

Automatic speed adjustment 
function for more convenience. 

Function & Specification 
Speed 0.1 rpm-100rpm, CW/CCW 
Speed resolution 0.1 rpm 

Display 5-digit LED display for current speed, 
direction and run/stop status 

Control Mode Keypad control with physical buttons 
lncrease or decrease pump speed through 

Speed contrai function physical buttons, automatic speed 
adjustment function for more convenience 

Prime Fast filling or emptying at full speed 
Power-off memory Return to previous status when power on 
EMC Comply with EMC Directive 2014/30/EU 
Dimension(LxWxH) 197mmx110mmx106mm 
Power supply AC 1 00V-240V (15W), 50/60Hz 
Operating temperature 0°C-40°C 
Relative humidity <80% 
IP rating IP31 
Weight 2.44kg 

Low vibration, low noise 
Offer a quiet and comfortable lab environ ment. 

Prolong pump life time 

Metal housing with anti-corrosion paint 
treatment, prolong pump life time. 

Good electromagnetic compatibility 

Good electromagnetic compatibility, 
ensure stable and reliable operation. 

Flow Rate Reference 

Pump head Max. Flow rate 
Y21515x 380 ml/min 
Y22515x 270 ml/min 
Y2II15 380 ml/min 
8215 300 ml/min 
8225 

DG-1 (6 rollers) 48 ml/min 

DG-2 (6 rollers) 48 ml/min(single channel) 

DG-1 (10 rollers) 32 ml/min 

DG-2 (10 rollers) 32 ml/min(single channel) 

DMD15-13 350 ml/min 

LONGER 
Baoding Longer Precision Pump Co., Ltd. 
Add: 3rd/4th Floor, Building 6B, University Science Park Baoding 
National, High - Tech lndustrial Development Zone Baoding, 
Hebei, China 071051 
Tel: 86- 312- 3110087 3138553 
Fax: 86- 312 - 3168553 
E - mail: longer@longerpump.com 
Http://www.longerpump.com 
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