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LINA-BR Intel® Braswell Based Mini ITX 
Motherborad with Dual LAN and 
Dual HDMI

• Onboard Celeron N3000/N3050/N3150 or Pentium N3700 processor
• HDMI1, HDMI2 and LVDS trio independent display, HDMI1 supports full HD 
4K playback

• Support single channel DDR3L-1600 MHz memory up to 8GB
• Support eMMC for further storage capabilities and system boot
• 6*COM, COM2 supports RS232 / RS422 / RS485

Features

CPU

• Celeron N3000 (1.04 GHz, 2.08 GHz, dual core, TDP 4 W)
• Celeron N3050(1.60 GHz, 2.16 GHz, dual core, TDP 6 W)
• Celeron N3150(1.60 GHz, 2.08 GHz, quad core, TDP 6 W)
• Pentium N3700(1.60 GHz, 2.40 GHz, quad core, TDP 6 W)

GPU Intel® HD Graphics

System  
memory 1* single channel DDR3L-1600MHz up to 8GB

Network
2*Realtek Gigabit LAN chip RTL8111F, support 
10M/100M/1000M,
Wake on LAN

Audio Realtek HD sound chip ALC662, support line-out, Mic-in, 
Speaker

Rear panel I/O

2*HDMI(14pin JHDMI optional)
4*USB3.0
2*LAN
1*DC_JACK
1*Mic in
1*Line out

Internal I/O

2*SATA3.0 (SATA1 and mSATA are alternatives)
4*USB2.0 (1*USB and 1*Mini-PCIe are alternatives)
6*COM
1*LPT
1*Mini-PCIe (support WIFI, with 3G module and SIM card for
3G connectivity
1*PCIe×1
1*mSATA (SATA1and mSATA are alternatives) 
1*Speaker
1*FP-Audio
1*EDP (can be changed to be VGA or LVDS via daughter 
card)
1*GPIO
1*PS/2 KB/MS
1*eMMC

Operation 
Temp. -20℃~60℃

Dimension 170 × 170 mm

Specifications

LINA-BR-01
Intel Celeron N3000, 2*HDMI, 4*USB3.0, 4*USB2.0, 
2*LAN, SATA3.0, mSATA, 6*COM, LPT, PCIEx1, Line-
out&MIC&Speaker, PS/2 KB/MS, GPIO, JEDP

LINA-BR-02
Intel Celeron N3050, 2*HDMI,4*USB3.0, 4*USB2.0, 
2*LAN, SATA3.0, mSATA, 6*COM, LPT, PCIEx1, Line-
out&MIC&Speaker, PS/2 KB/MS, GPIO, JEDP

LINA-BR-03
Intel Celeron N3150, 2*HDMI,4*USB3.0, 4*USB2.0 , 
2*LAN, SATA3.0, mSATA, 6*COM, LPT, PCIEx1, Line-
out&MIC&Speaker, PS/2 KB/MS, GPIO, JEDP

LINA-BR-04
Intel Pentium N3700, 2*HDMI,4*USB3.0, 4*USB2.0, 
2*LAN, SATA3.0, mSATA, 6*COM, LPT, PCIEx1, Line-
out&MIC&Speaker, PS/2 KB/MS, GPIO, JEDP

Ordering Information
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Onboard Celeron N3000/N3050/N3150 or Pentium N3700 

MITX-BR10

Ordering Information

Module

MITX-BR10-N3000

MITX-BR10-N3050

Description

Intel Celeron N3000，2*HDMI,4*USB3.0，4*USB2.0

2*LAN，SATA3.0，mSATA，6*COM，LPT，PCIEx1

Line-out&MIC&Speaker，PS/2 KB/MS，GPIO，JEDP

Intel Celeron N3050，2*HDMI,4*USB3.0，4*USB2.0

2*LAN，SATA3.0，mSATA，6*COM，LPT，PCIEx1

Line-out&MIC&Speaker，PS/2 KB/MS，GPIO，JEDP

Intel Celeron N3150，2*HDMI,4*USB3.0，4*USB2.0

2*LAN，SATA3.0，mSATA，6*COM，LPT，PCIEx1

Line-out&MIC&Speaker，PS/2 KB/MS，GPIO，JEDP

DC JACK 2*LANHDMI 2

JPOWER

PCIe×1

SIM CARD

FP-Audio

Buzzer

mSATA

2*HDMI(14pin JHDMI optional)

4*USB3.0

2*LAN

1*DC_JACK

1*Mic in

1*Line out

Rear Panel I/O

Internal I/O

Operating temperature  -20℃~60℃

Size 170mm×170mm

System memory

Network

Audio

1* single channel DDR3L-1600MHz up to 8GB

2*Realtek Gigabit LAN chip RTL8111F，support 10M/100M/1000M,

Wake on LAN

Realtek HD sound chip ALC662，support line-out, Mic-in, Speaker

Pentium N3700 1.60GHz, 2.40 GHz quad core( , , TDP 6W)

®Intel  HD Graphics

Celeron N3150 1 60GHz, 2.08 GHz, quad core TDP 6W( . , )

Celeron N3050 1.60GHz, 2.16 GHz, ual core TDP 6W(  d , )

Celeron N3000(1.04GHz, . , dual core, )2 08 GHz TDP 4W

®Intel  HD Graphics

Parameters

CPU GPU

®
Intel  HD Graphics

®
Intel  HD Graphics

2*SATA3.0（SATA1 and mSATA are alternatives）

4*USB2.0（1*USB and 1*Mini-PCIe are alternatives）

6*COM

1*LPT

1*Mini-PCIe (support WIFI, with 3G module and SIM card for 

3G connectivity

1*PCIe×1

1*mSATA（SATA1and mSATA are alternatives）

1*Speaker

1*FP-Audio

1*EDP（can be changed to be VGA or LVDS via daughter card）

1*GPIO

1*PS/2 KB/MS

1*eMMC

Mini PCIe

JHDMI 1JHDMI 2

Speaker

COM3-6

JCOM 2

JCOM 1

LPT

POWER

HDMI 1

4*USB3.0
Audio Out&Mic-in

POWER AUTO

Triple 
Display

DDR3L 
1600USB 3.0

USB

SATA6Gb/smSATA

USB2.0

USB2.0

SATA3.0

PS/2 KB/MS

PWSATA

SATA 3.0

EDP

GPIO

eMMC

CLR_CMOS
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2*LAN，SATA3.0，mSATA，6*COM，LPT，PCIEx1
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